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(c) If you have an area source that 
does not commence reconstruction but 
increases its emissions or its potential 
to emit such that it becomes a major 
source of HAP emissions and an exist-
ing affected source subject to this sub-
part, you must be in compliance by 3 
years after the area source becomes a 
major source. 

(d) You must meet the notification 
requirements in § 63.2382(a) according 
to the schedules in § 63.2382(a) and (b)(1) 
through (3) and in subpart A of this 
part. Some of these notifications must 
be submitted before the compliance 
dates for the emission limitations, op-
erating limits, and work practice 
standards in this subpart. 

EMISSION LIMITATIONS, OPERATING 
LIMITS, AND WORK PRACTICE STANDARDS 

§ 63.2346 What emission limitations, 
operating limits, and work practice 
standards must I meet? 

(a) Storage tanks. For each storage 
tank storing organic liquids that meets 
the tank capacity and liquid vapor 
pressure criteria for control in Table 2 
to this subpart, items 1 through 5, you 
must comply with paragraph (a)(1), (2), 
or (3) of this section. For each storage 
tank storing organic liquids that meets 
the tank capacity and liquid vapor 
pressure criteria for control in Table 2 
to this subpart, item 6, you must com-
ply with paragraph (a)(1) of this sec-
tion. 

(1) Meet the emission limits specified 
in Table 2 to this subpart and comply 
with the applicable requirements speci-
fied in 40 CFR part 63, subpart SS, for 
meeting emission limits, except sub-
stitute the term ‘‘storage tank’’ at each 
occurrence of the term ‘‘storage vessel’’ 
in subpart SS. 

(2) Route emissions to fuel gas sys-
tems or back into the process as speci-
fied in 40 CFR part 63, subpart SS. 

(3) Comply with 40 CFR part 63, sub-
part WW (control level 2). 

(b) Transfer racks. For each transfer 
rack that meets the facility-level or-
ganic liquid loading volume and trans-
fer rack organic HAP content criteria 
for control in Table 2 to this subpart, 
items 7 through 9, you must comply 
with paragraph (b)(1), (2), or (3) of this 
section. 

(1) Meet the emission limits specified 
in Table 2 to this subpart and comply 
with the applicable requirements for 
transfer racks specified in 40 CFR part 
63, subpart SS, for meeting emission 
limits. 

(2) Route emissions to fuel gas sys-
tems or back into the process as speci-
fied in 40 CFR part 63, subpart SS. 

(3) Use a vapor balancing system that 
routes organic HAP vapors displaced 
from the loading of organic liquids into 
transport vehicles to the appropriate 
storage tank. 

(c) Equipment leak components. For 
each pump, valve, and sampling con-
nection that operates in organic liquids 
service for at least 300 hours per year, 
you must comply with the applicable 
requirements under 40 CFR part 63, 
subpart TT (control level 1), subpart 
UU (control level 2), or subpart H. 
Pumps, valves, and sampling connec-
tors that are insulated to provide pro-
tection against persistent sub-freezing 
temperatures are subject to the ‘‘dif-
ficult to monitor’’ provisions in the ap-
plicable subpart selected by the owner 
or operator. This paragraph only ap-
plies if the affected source has at least 
one storage tank or transfer rack that 
meets the applicability criteria for 
control in Table 2 to this subpart. 

(d) Transport vehicles. For each trans-
port vehicle equipped with vapor col-
lection equipment, you must comply 
with paragraph (d)(1) of this section. 
For each transport vehicle without 
vapor collection equipment, you must 
comply with paragraph (d)(2) of this 
section. 

(1) Follow the steps in 40 CFR 
60.502(e) to ensure that organic liquids 
are loaded only into vapor-tight trans-
port vehicles and comply with the pro-
visions in 40 CFR 60.502(f) through (i), 
except substitute the term ‘‘transport 
vehicle’’ at each occurrence of the term 
‘‘tank truck’’ or ‘‘gasoline tank truck’’ 
in those paragraphs. 

(2) Ensure that organic liquids are 
loaded only into transport vehicles 
that have a current certification in ac-
cordance with the U.S. Department of 
Transportation (DOT) pressure test re-
quirements in 49 CFR part 180 for cargo 
tanks or 49 CFR 173.31 for tank cars. 

(e) Operating limits. For each high 
throughput transfer rack, you must 
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meet each operating limit in Table 3 to 
this subpart for each control device 
used to comply with the provisions of 
this subpart whenever emissions from 
organic liquids are routed to the con-
trol device. For each storage tank and 
low throughput transfer rack, you 
must comply with the requirements for 
monitored parameters as specified in 
subpart SS of this part for storage ves-
sels and low throughput transfer racks, 
respectively. Alternatively, you may 
comply with the operating limits in 
Table 3 to this subpart. 

(f) If you elect to demonstrate com-
pliance with a percent reduction re-
quirement in Table 2 to this subpart 
using total organic compounds (TOC) 
rather than organic HAP, you must 
first demonstrate, subject to approval 
of the Administrator, that TOC is an 
appropriate surrogate for organic HAP 
in your case; that is, for your storage 
tank(s) and/or transfer rack(s), the per-
cent destruction of organic HAP is 
equal to or higher than the percent de-
struction of TOC. This demonstration 
must be conducted prior to or during 
the initial compliance test. 

(g) As provided in § 63.6(g), you may 
request approval from the Adminis-
trator to use an alternative to the 
emission limitations, operating limits, 
and work practice standards in this 
section. You must follow the proce-
dures in § 63.177(b) through (e) in apply-
ing for permission to use such an alter-
native. If you apply for permission to 
use an alternative to the emission lim-
itations, operating limits, and work 
practice standards in this section, you 
must submit the information described 
in § 63.6(g)(2). 

(h) Emission sources that are part of 
the affected source as specified in 
§ 63.2338, but which are not subject to 
the provisions of paragraphs (a) 
through (d) of this section, are only 
subject to the requirements specified 
in § 63.2386(d). 

(i) Opening of a safety device is al-
lowed at any time that it is required to 
avoid unsafe operating conditions. 

(j) If you elect to comply with this 
subpart by combining emissions from 
different emission sources subject to 
this subpart in a single control device, 
then you must comply with the provi-
sions specified in § 63.982(f). 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.2350 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limitations, operating 
limits, and work practice standards in 
this subpart at all times when the 
equipment identified in § 63.2338(b)(1) 
through (4) is in OLD operation. 

(b) You must always operate and 
maintain your affected source, includ-
ing air pollution control and moni-
toring equipment, according to the pro-
visions in § 63.6(e)(1)(i). 

(c) You must develop and implement 
a written startup, shutdown, and mal-
function (SSM) plan according to the 
provisions in § 63.6(e)(3). 

TESTING AND INITIAL COMPLIANCE 
REQUIREMENTS 

§ 63.2354 What performance tests, de-
sign evaluations, and performance 
evaluations must I conduct? 

(a)(1) For each performance test that 
you conduct, you must use the proce-
dures specified in subpart SS of this 
part and the provisions specified in 
paragraph (b) of this section. 

(2) For each design evaluation you 
conduct, you must use the procedures 
specified in subpart SS of this part. 

(3) For each performance evaluation 
of each continuous monitoring system 
(CMS) you conduct, you must follow 
the requirements in § 63.8(e). 

(b)(1) For nonflare control devices, 
you must conduct each performance 
test according to the requirements in 
§ 63.7(e)(1), and either § 63.988(b), 
§ 63.990(b), or § 63.995(b), using the proce-
dures specified in § 63.997(e). 

(2) You must conduct three separate 
test runs for each performance test on 
a nonflare control device as specified in 
§§ 63.7(e)(3) and 63.997(e)(1)(v). Each test 
run must last at least 1 hour, except as 
provided in § 63.997(e)(1)(v)(A) and (B). 

(3)(i) In addition to EPA Method 25 or 
25A of 40 CFR part 60, appendix A, to 
determine compliance with the organic 
HAP or TOC emission limit, you may 
use EPA Method 18 of 40 CFR part 60, 
appendix A. If you use EPA Method 18 
to measure compliance with the per-
centage efficiency limit, you must first 
determine which organic HAP are 
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